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NO USE

POWER/
BACKLIGHT

TACH

+

SPEEDO

+ -

DASH LIGHTS

N OH

CB 350, 360, 450, 500T

PROTECTED (FUSE)
STARTER SOLENOID

DIGITAL RECTIFIER
AND REGULATOR

GROUND TO
MAIN CHASSIS

GROUND TO
ENGINE BLOCK

STATOR

BATX.155/205/410
BATTERY STARTER MOTOR

8AWG
MINIMUM

8AWG
MINIMUM

KEEP ALL GND AS SHORT AS POSSIBLE

+-

NEUTRAL SWITCH

NO USE

CHECK SWITCHES/SENSORS
FOR PROPER FUNCTIONALITY

CLEAN/REBUILD/REPLACE
IF AND WHEN NECESSARY

B M

LEFT
TURN

LICENSE
PLATE/TAG

TAILLIGHT RIGHT
TURN

AVOID EXTENDING GROUND WIRES
KEEP SHORT AS POSSIBLE.

FRONT GROUND STRAP
MOUNT ON MAIN FRAME/CHASSIS

16AWG DASH/DRL/HEADLIGHT
18AWG HORN
22AWG LEFT TURN SIGNAL LIGHT
22AWG RIGHT TURN SIGNAL LIGHT

DO NOT EXTEND OR LENGTHEN GND
WIRES KEEP SHORT AS POSSIBLE.

REAR GROUND STRAP
MOUNT ON MAIN FRAME/CHASSIS

18AWG TAIL LIGHT
22AWG LEFT TURN SIGNAL LIGHT
22AWG RIGHT TURN SIGNAL LIGHT

REAR BRAKE SWITCH

SWITCH SET LEFT SWITCH SET RIGHT

Specific
InstallationTC3.S PLX.H4CER

HEADLIGHTLEFT
TURN

RIGHT
TURN

RECX.370

SOLX.200

8AWG MINIMUM 8AWG MINIMUM

PICKUP

CLUTCH SWITCH FRONT BRAKE SWITCH

ROTARY ON/OFF
SWITCH

KEYX.S

10A

ONBOARD FUSE FUNCTION
INSTALL 10A FUSE

+ +

SPARK COILS

IT IS ABSOLUTELY CRITICAL
THE COIL CENTER CORES

ARE GROUNDED SOLID,
DIRECT METAL TO METAL
ON THE MAIN CHASSIS.

CONTACT 
POINTS BREAKER

HRNX.105
HORN

DO NOT ASSUME, CHECK!
INSPECT, CLEAN AND SECURE SPARK PLUG CAP.

HARD SPARK PLUG CABLES? INSPECT FOR BREAKS.
EVEN BRAND NEW PARTS CAN BE DEFECTIVE.

P O I L RD

10A

SPARK COIL RUN SENSE

CONDENSER


