NWTCYCLETRONIC

epe LEFT HEADLIGHT RIGHT E‘@_l
Specific TURN TURN I

Installation FRONT GROUND STRAP
O ih MOUNT ON MAIN FRAME/CHASSIS
GS 1100 G, GK, GL, 1150 16AWG DASH/DRL/HEADLIGHT
18AWG HORN

22AWG LEFTTURN SIGNAL LIGHT
22AWG RIGHT TURN SIGNAL LIGHT

AVOID EXTENDING GROUND WIRES
KEEP SHORT AS POSSIBLE.

POWER/
BACKLIGHT +

TACH SIGNAL

AUXILLIARY r
FOR USAGE AND OPTIONS, CONTACT
TECHSERVICEQNWTCYCLETRONIC.COM

DO NOT ASSUME, CHECK!
INSPECT, CLEAN AND SECURE SPARK PLUG CAP.
HARD SPARK PLUG CABLES? INSPECT FOR BREAKS.
EVEN BRAND NEW PARTS CAN BE DEFECTIVE.

CLUTCHSWITCH gt

-

FRONT BRAKE SWITCH

DASH LIGHTS

SPARK COILS

TIS ABSOLUTELY CRITICAL
THE COIL CENTER CORES
ARE GROUNDED SOLID,
DIRECT METALTO METAL
ON THE MAIN CHASSIS.

SWITCH SET LEFT SWITCH SET RIGHT

SPARK COIL RUN SENSE

ONBOARD FUSE FUNCTION

INSTALL 10A FUSE

AC GENERATOR
ALTERNATOR
STATOR
PICKUP
RECX.570 = Hl
DIGITAL RECTIFIER KEYX.S =
CHRIT ROTARY ON/OFF
SWITCH
O
= S0LX.200
: >0LX.200 CHECK SWITCHES/SENSORS
E— PROTECTED (FUSE] FOR PROPER FUNCTIONALITY
STARTER SOLENOID CLEAN/REBUILD/REPLACE
IF AND WHEN NECESSARY

¥e) REAR BRAKE SWITCH

8AWG 8AWG

KEEP ALL GND AS SHORT AS POSSIBLE

MINIMUM MINIMUM NETsyen .
BAWG MINIMUM BAWG MINIMUM _m: I
l DIL PRESSURE SWITCH a)_",.
GROUNDTO ~ GROUNDTO BATX.165/205/410
ENGINE BLOCK  MAIN CHASSIS BATTERY STARTER MOTOR AUXILLIARY
FOR USAGE AND OPTIONS, CONTACT
TECHSERVICE@NWTCYCLETRONIC.COM
REAR GROUND STRAP
MOUNT ON MAIN FRAME/CHASSIS
18AWG TAIL LIGHT
22AWG LEFT TURN SIGNAL LIGHT
22AWG RIGHT TURN SIGNAL LIGHT
00 NOT EXTEND OR LENGTHEN GND
WIRES KEEP SHORT AS POSSIBLE.
LEFT LICENSE TAILLIGHT RIGHT
"“‘@‘Z TURN  PLATE/TAG TURN

For other questions/assistance techservice@nwtcycletronic.com



